VOLTS 



V, 



PEAK 




70 



HIGH VOLTAGE 



72 

LOW VOLTAGE 



TIME 



FIG. 3 



182 



180 



186 



COOLING 



188 



CPU 



184 



192 




JZ 



190 



POWER 



V 




194 





194 



FIG. 6 



SELECT ONE OR MORE SIGNAL THRESHOLD 
LEVELS AND ASSOCIATED SUPPLY LEVELS 



I 



200 



DETERMINE SUPPLY LEVEL ADJUSTMENT 
PROFILE BASED ON INPUT SIGNAL 



I 



210 



CONVERT INPUT SIGNAL INTO SINGLE BIT 
BINARY WAVEFORM 



220 



I 



CONVERT SINGLE BIT BINARY WAVEFORM 
INTO ANALOG SIGNAL 



230 



PROVIDE INPUT SIGNAL TO SWITCHING 
AMPLIFIER WHILE ADJUSTING SUPPLY 
LEVEL OF SWITCHING AMPLIFIER BASED ON 
SUPPLY LEVEL PROFILE 



240 



I 



PERFORM DIGITAL CROSS CANCELLATION 
TO OUTPUT SIGNAL 



250 



I 



TRANSMIT OUTPUT SIGNAL TO RECEIVER 



260 



FIG. 7 



